










488 489  

prologe 80 ligna in-line/in-dolma dimmable

�        prologe 80 in-line/in-dolma

catalogue 2kreon.com/prologe

REMARKS
OLDP: opalised linear deglaring 
prism
⧈ IP40

CRI CCT Voltage Wa¥ age Fixture lumen

➀ LED CRI90+ 2700K/3000K/4000K 230V 19W 1065lm

➁ LED CRI90+ 2700K/3000K/4000K 230V 28,6W 1597lm

➂ LED CRI90+ 2700K/3000K/4000K 230V 38,1W 2129lm

➃ LED CRI90+ 2700K/3000K/4000K 230V 47,7W 2661lm

➄ LED CRI90+ 2700K/3000K/4000K 230V 57,2W 3194lm
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prologe 80 ligna in-line/in-dolma
Gear: incl., protocol: DALI
Length: 562mm, OLDP di� user incl.

KR965153 ➀ ● ● ●

prologe 80 ligna in-line/in-dolma
Gear: incl., protocol: DALI
Length: 843mm, OLDP di� user incl.

KR965563 ➁ ● ● ●

prologe 80 ligna in-line/in-dolma
Gear: incl., protocol: DALI
Length: 1124mm, OLDP di� user incl.

KR965573 ➂ ● ● ●

prologe 80 ligna in-line/in-dolma corner
Gear: incl., protocol: DALI
Length: 1124mm, OLDP di� user incl.

KR965173 ➂ ● ● ●

prologe 80 ligna in-line/in-dolma
Gear: incl., protocol: DALI
Length: 1405mm, OLDP di� user incl.

KR965683 ➃ ● ● ●

prologe 80 ligna in-line/in-dolma 
Gear: incl., protocol: DALI
Length: 1686mm, OLDP di� user incl.

KR965693 ➄ ● ● ●

prologe 80 ligna in-line/in-dolma corner
Gear: incl., protocol: DALI
Length: 1686mm, OLDP di� user incl.

KR965193 ➄ ● ● ●

prologe 80 ligna in-line/in-dolma emergency 
Gear: incl., protocol: DALI
Length: 1686mm, OLDP di� user incl.

KR965393 ➄ ● ● ●

prologe 80 ligna LED con� gurations

0mm 562mm 834mm 1124mm 1405mm 1686mm

Available lengths

KR965153_p80 ligna 600 led dali

KR965563_p80 ligna 900 led dali

KR965573_p80 ligna 1200 led dali 

KR965173_p80 ligna 1200 led dali corner

KR965683_p80 ligna 1500 led dali

KR965693_p80 ligna 1800 led dali

KR965193_p80 ligna 1800 led dali corner

KR965393_p80 ligna 1800 led dali em TrustSight LED 40-80mA 2.6W 3hr F
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�        prologe 145

prologe 145 double 

prologe 145 single

catalogue 2kreon.com/prologe

CRI CCT Voltage Wa¥ age Fixture lumen

➀ LED CRI95 2700K/3000K 230V 16,1W 900lm

➁ LED CRI95 2700K/3000K 230V 2 x 16,1W 2 x 900lm

REMARKS

IP20
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prologe 145 single directional 
Gear: incl. 
Lamp: incl.

○ KR988651 ➀ ● ● ● ● ●
● KR988652 ➀ ● ● ● ● ●

prologe 145 double directional
Gear: incl.
Lamp: incl. 

○ KR988751 ➁ ● ● ● ● ●
● KR988752 ➁ ● ● ● ● ●
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�    raga

catalogue 2kreon.com/raga

raga vertical, nero marquina, 
high gloss black

raga horizontal, carrara bianco, 
stainless steel

� raga is a geometrically shaped exterior bollard 
luminaire complemented by white and black marble or 
steel that re�ect its mass. The units are sealed to IP66 and 
IP65 and are �¥ed with linear LEDs to provide an a¥ractive 
surrounding glow. 

� raga horizontal directs its light symmetrically to the 
ground whereas � raga vertical draws a asymmetric 
pa¥ern in the surrounding environment. Additional ground 
pins and concrete anchors ensure a �rm installation in any 
type of ground. Sealants and weatherproof coatings protect 
� raga against acid rain and salt.
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�        raga

raga vertical

raga horizontal

  
  

catalogue 2kreon.com/raga

REMARKS
➊ µ     raga is available in 
three di� erent materials:
●  Metal black
     Carrara bianco
    Nero marquina

Gear included (ON/OFF).

CRI CCT Voltage Wa¥ age Fixture lumen

➀ LED CRI80 2700K 230V 12W 539lm

➁ LED CRI80 2700K 230V 12W 682lm

➂ LED CRI85 2700K 230V 5,4W 85lm

➃ LED CRI85 2700K 230V 5,4W 155lm

■ Optional accessories

Anchor KR704000 Concrete anchor

KR704004 Flooring anchor
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raga horizontal
IP 66

● KR904002 ➀ ● ● ● ● ■
KR904005 ➁ ● ● ● ● ■
KR904006 ➀ ● ● ● ● ■

raga vertical
IP 65

● KR904012 ➂ ● ● ● ● ■
KR904015 ➃ ● ● ● ● ■
KR904016 ➂ ● ● ● ● ■

Concrete anchor Flooring anchor
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�    rei

catalogue 2kreon.com/rei

rei on-track, white

rei wallwasher surface mounted, whiterei downlight recessed, blackrei 300, black

� rei is a family of products o�ered as individual wall 
mounted luminaires or as a continuous system. The individual 
� rei luminaires are low level wall recessed or surface wall 
mounted products designed to provide discreet placement 
lighting via an optimised re�ector system. They are available 
in two sizes with a choice of black or white �nish.

� rei continuous system is a ceiling surface mounted or 
ceiling recessed mounted luminaire o�ered with a choice 
of wall wash optic or downlight optic. Both types can be 
speci�ed to length.

� rei wallwash optical system is developed to provide 
a homogenous continuous luminance on vertical surfaces 
and is the perfect solution for galleries, residential or retail 
applications where vertical plane luminance is a prerequisite 
of the lighting planning.

� rei downlight provides continuous controlled lighting in 
an optimised symmetric beam of just 55º to focus light over 
task areas or where an increased ambient level of lighting is 
required.
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�        rei

rei 300

rei 165

catalogue 2kreon.com/rei

REMARKS
Leading and trailing edge 
phase dimmable driver 
included.
Gear included.
IP40

CRI CCT Voltage Wa¥ age Fixture lumen

➀ LED CRI80+ 3000K 230V 4W 128lm

➁ LED CRI80+ 3000K 230V 8W 290lm

■ Optional accessories

Plasterkit KR783010 Plasterkit rei 165 ¥ LxW 180x190 D 55

KR783020 Plasterkit rei 300 ¥ LxW 315x190 D 55
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rei 165 ○ KR983211 ➀ ■
● KR983212 ➀ ■

rei 300 ○ KR983221 ➁ ■
● KR983222 ➁ ■

Plasterkit 165 Plasterkit 300



500 501  

600

68

58

68

58

68

58

�        rei pro� le

rei downlight

rei wallwasher

rei on-track

rei pro� le

plasterkit plasterkit gen 2

catalogue 2kreon.com/rei

REMARKS
➊ Maximum shipping length of 
a single run pro� le is 3828mm. 
Shipping length depends on 
transport possibilities.
➋ Phase dimmable. Only for 
3~Eutrack 230V pro� le. For track 
accessories see page 484.
➌ Minimum pro� le length driver 
incl: 
SW: min. 702mm
VD or DD: min. 974mm.
Minimum pro� le length driver 
excl: 294mm.

Gear included.
IP40

CRI CCT Voltage Wa¥ age Fixture lumen

➀ LED CRI80+ 2700K/3000K 230V 25,7W/m 920lm/m

CRI90+ 2700K/3000K 230V 25,7W/m 644lm/m

➁ LED CRI80+ 2700K/3000K 230V 25,7W/m 1019lm/m

CRI90+ 2700K/3000K 230V 25,7W/m 713lm/m

➂ LED CRI80+ 2700K/3000K 230V 12,8W 605lm

CRI90+ 2700K/3000K 230V 12,8W 471lm

■ Required accessories

Plasterkit for recessed mounting KR783040 Trimless plasterkit  ¥ LxW Lx75 D 88

KR783240 Trimless plasterkit (gen. 2) ¥ LxW Lx80 D 85
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rei wallwasher surface mounted ➊ ○ KR983251 ➀ ● ● ● ● ● ● ● ■
● KR983252 ➀ ● ● ● ● ● ● ● ■

rei wallwasher recessed mounted  ➊ ○ KR983241 ➀ ● ● ● ● ● ● ● ■ ■
● KR983242 ➀ ● ● ● ● ● ● ● ■ ■

rei downlight surface mounted ➊ ○ KR993251 ➁ ● ● ● ● ● ● ●
● KR993252 ➁ ● ● ● ● ● ● ●

rei downlight recessed mounted ➊ ○ KR993241 ➁ ● ● ● ● ● ● ● ■
● KR993242 ➁ ● ● ● ● ● ● ● ■

rei wallwasher on-track ➋
230V

○ KR983131 ➂ ● ● ● ● ●
● KR983132 ➂ ● ● ● ● ●

Plasterkit

Plasterkit gen. 2
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�    rokko

catalogue 2kreon.com/rokko

mini square rokko, white

mini rokko, black

� rokko is a black or white semi-recessed IP 65 luminaire 
that produces a so� gradient light and is ideal for pathway 
and orientation lighting. Whether used indoors or outdoors 
� rokko can create a formal continuity in architecture from 
the interior to the exterior of high end residential or hospitality 
projects.

� mini rokko and � mini square rokko can be installed 
in brickwork or cavity walls and require a minimum depth. 
These luminaires are o�ered with a 2700K, CRI80+ LED, driver 
included. 
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�        rokko

mini square rokko

mini rokko

catalogue 2kreon.com/rokko

REMARKS
➊ 1 driver (6W) can power up 
to 2 � Å ings.

IP65

CRI CCT Voltage Wa¥ age Drive current Fixture lumen

➀ LED CRI80+ 3000K 2,3W 700mA 72lm

➁ LED CRI80+ 3000K 230V 2,3W 72lm

➂ LED CRI80+ 3000K 230V 6,9W 226lm

■ Optional accessories

Installation set KR743002 Plasterboard installation set

Concrete pouring mould KR743004 Concrete pouring mould for mini rokko

KR743304 Concrete pouring mould for mini square rokko

Driver KR772034 LED driver, 700mA, ON/OFF, 20W

KR772232 LED driver, 700mA, 1-10V, 20W

KR772134 LED driver, 700mA , DALI, 20W
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mini rokko
¥ LxW 125x75 D 80
Gear: excl. ¬

○ KR943021 ➀ ■
● KR943022 ➀ ■

mini rokko
  LxW 125x75 D 80
Gear: incl. ➊ ⧈

○ KR943121 ➁ ■
● KR943122 ➁ ■

mini square rokko
  LxW 125x125 D 85
Gear: incl. ⧈

○ KR943321 ➂ ■
● KR943322 ➂ ■

Installation set Concrete pouring mould
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�    side in-line 

catalogue 2kreon.com/side-in-line

The � side in-line concept originated from the need to 
provide ambient and placement lighting from within vertical 
surfaces. The faceted re�ectors by Bartenbach Lichtlabor 
which are incorporated into the light ensure a uniform 
asymmetrical beam without sharp edges or hotspots and 
provide a wash of light that, when mounted downward, 
can provide orientation through spaces, or, when mounted 
upward, produce a ceiling glow that e�ectively increases 
ambient levels within an interior. 

A so� yet striking light beam and the steep bevel of the 
�nishing louvre draws a¥ention to the straight vertical back 
surface which can be �nished in various materials according 
to the designer’s preference. � side in-line, available in 
widths of 25, 40 and 80 mm can be merged perfectly into the 
architecture and combined with other � luminaires.

side in-line 25x100, white, white backplate side in-line 40x100, black, black backplate

side in-line 80x200, black, copper backplate
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�        side in-line 25

side in-line 25 x 100

catalogue 2kreon.com/side-in-line

■ Required accessories

Plasterkit KR775120 Plasterkit for side in-line 25 x 100

KR775120-10 10 pieces plasterkit for side in-line 25 x 100

KR775123 Concrete plate for side in-line 25 x 100

KR775124 Concrete installation box for side in-line 25 x 100

■ Optional accessories

Removal tool KR775002 Removal tool for side in-line 25  ➊

Driver KR772024 LED driver, 500mA, ON/OFF, 11W  ➋

KR772220 LED driver, 500mA, 1-10V, 20W

KR772126 LED driver, 500mA, DALI, 10W ➋
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side in-line 25 x 100
  LxW 124x51 D 58 ¬
Gear: excl., IP20

○ KR932121 ➀ ● ● ● ● ● ● ● ● ● ■ ■
● KR932122 ➀ ● ● ● ● ● ● ● ● ● ■ ■

CRI CCT Voltage Wa¥ age Drive current Fixture lumen

➀ LED CRI90+ 2700K/3000K 5,5 Vdc 2,75W 500mA 158lm

REMARKS
➊ Removal tools serves to 
remove the luminaire after 
installation. One tool per project 
is recommended. 
➋ Driver fits in the plasterkit of 
µ     side in-line 25x100. 
➌ At least 3 fixtures per driver.

Thickness boardmaterial: 
9-12,5mm
Cut-out dimensions for hollow 
wall. For other applications, 
see installation manual.

Removal tool

Installation possibilities
Required for installation in 
hollow wall: plasterkit

Required for installation in stone 
wall: plasterkit and concrete 
plate

Required for installation in 
concrete wall: plasterkit, 
concrete plate and installation 
box

Installation possibilities

Installation box Concrete plate Plasterkit
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side in-line 40 x 200

catalogue 2kreon.com/side-in-line

■ Required accessories

Plasterkit KR775320 Plasterkit for side in-line 40 x 100

KR775320-10 10 pieces plasterkit for side in-line 40 x 100

KR775420 Plasterkit for side in-line 40 x 200

KR775420-10 10 pieces plasterkit for side in-line 40 x 200

KR775420-30 30 pieces plasterkit for side in-line 40 x 200

KR775323 Concrete plasterkit for side in-line 40 x 100

KR775423 Concrete plasterkit for side in-line 40 x 200

KR775324 Concrete installation box for side in-line 40 x 100

KR775424 Concrete installation box for side in-line 40 x 200

■ Optional accessories

Removal tool KR775004 Removal tool for side in-line 40 ➋

Driver KR762700 LED driver, 700mA, ON/OFF, max. 11W  ➌

KR772232 LED driver, 700mA, 1-10V, max. 20W

KR752733 LED driver, 700mA, DALI, max. 10W ➌
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side in-line 40 x 100
  LxW 120x65 D 80 ¬
Gear: excl., IP55 ➊

○ KR932321 ➀ ● ● ● ● ● ● ● ● ● ■ ■
● KR932322 ➀ ● ● ● ● ● ● ● ● ● ■ ■

side in-line 40 x 200
  LxW 220x65 D 80 ¬
Gear: incl., IP20

○ KR932331 ➀ ● ● ● ● ● ● ● ● ● ● ● ■ ■
● KR932332 ➀ ● ● ● ● ● ● ● ● ● ● ● ■ ■

side in-line 40 x 200
  LxW 220x65 D 80 ¬
Gear: excl., IP55 ➊

○ KR932421 ➀ ● ● ● ● ● ● ● ● ● ■ ■
● KR932422 ➀ ● ● ● ● ● ● ● ● ● ■ ■

CRI CCT Voltage Wa¥ age Drive current Fixture lumen

➀ LED CRI90+ 2700K/3000K 5,6 Vdc 4W 700mA 247lm

REMARKS
➊ Suitable for damp locations 
and ventilated outdoor facades. 
Cannot be used in bathtub or 
shower areas.
➋ Removal tools serves to 
remove the luminaire after 
installation. One tool per project 
is recommended. 
➌ Driver fits in the plasterkit of 
kreon side in-line 40x200.

Thickness boardmaterial: 
9-12,5mm
Cut-out dimensions for hollow 
wall. For other applications, see 
installation manual.

Removal tool

Installation possibilities
Required for installation in 
hollow wall: plasterkit

Required for installation in stone 
wall: plasterkit and concrete 
plate

Required for installation in 
concrete wall: plasterkit, 
concrete plate and installation 
box

Installation possibilities

Installation box Concrete plate Plasterkit
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�        side in-line 80

side in-line 80 x 200

catalogue 2kreon.com/side-in-line

■ Required accessories

Plasterkit KR775620 Plasterkit for side in-line 80

KR775620-10 10 pieces plasterkit for side in-line 80

KR775620-20 20 pieces plasterkit for side in-line 80

KR775623 Concrete plasterkit for side in-line 80

KR775624 Concrete installation box for side in-line 80

■ Optional accessories

Removal tool ➌ KR775008 Removal tool for side in-line 80

Driver KR772220 LED driver, 500mA, 1-10V, 20W

KR772126 LED driver, 500mA, DALI, 18W
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side in-line 80 x 200
  LxW 220x105 D 80
Gear: incl., IP20

○ KR932621 ➀ ● ● ● ● ● ● ● ● ● ● ● ● ■ ■
● KR932622 ➀ ● ● ● ● ● ● ● ● ● ● ● ● ■ ■

side in-line 80 x 200
  LxW 220x105 D 80
IP55 ➊

○ KR932631 ➀ ● ● ● ● ● ● ● ● ● ● ● ■ ■
● KR932632 ➀ ● ● ● ● ● ● ● ● ● ● ● ■ ■

CRI CCT Voltage Wa¥ age Drive current Fixture lumen

➀ LED EX CRI90+ 2700K/3000K 8,25W 500mA 640lm

SW CRI90+ 2700K/3000K 230V 8,25W 640lm

REMARKS
➊ Suitable for damp locations 
and ventilated outdoor facades. 
Cannot be used in bathtub and 
shower areas.
➋ Internal driver 
IP20 + SW: 20W, 500mA 
IP55 + SW: 30W, 500mA 
➌ Removal tools serves to 
remove the luminaire after 
installation. One tool per project 
is recommended. 

Thickness boardmaterial: 
9-12,5mm
Cut-out dimensions for hollow 
wall. For other applications, see 
installation manual.

Removal tool

Installation possibilities
Required for installation in 
hollow wall: plasterkit

Required for installation in stone 
wall: plasterkit and concrete 
plate

Required for installation in 
concrete wall: plasterkit, 
concrete plate and installation 
box

Installation possibilities

Installation box Concrete plate Plasterkit
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�    tubo

catalogue 2

tubo, black

� tubo impresses with its simple elegance and ingenuity. 
Although the lamp does not have any joints at all, it can be 
easily adjusted in height. The retaining bracket simply has to 
be adjusted. Moreover, the direction in which light is cast is 
changed by turning the rod on its own axis. Light is emi¥ed 
along 2/3 of the entire length of the rod. The satin-�nish 
di�usor ensures excellent glare suppression and so�, virtually 
shadow-free LED lighting. � tubo can also be dimmed by 
means of an integrated bu¥on, making the lamp even more 
�exible.
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�        tubo
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tubo table light ● ➀ KR944122 ● ●

REMARKS
Features a cable-integrated 
converter 
⧈ IP 20 

CRI CCT Wa¥ age Fixture lumen

➀ LED CRI>80 2700K 12W 1150lm

tubo table light

tubo table light
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�    twilight 360

catalogue 2

twilight 360, black

� twilight 360 sophisticatedly combines brilliant room and 
mood lighting for applications in architectural spaces. The 
inner workings of the light �xture feature LED light sources at 
the top and the bo¥om, which emit light towards each other 
and hence produce the � twilight’s characteristic e�ect. 
Both light sources can be dimmed independently, enabling 
endless lighting moods. � twilight 360 is available in a 
ma¥ black �nish.
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catalogue 2

�        twilight 360

twilight 360 standing light

CRI CCT Wa¥ age Fixture lumen

➀ LED CRI>80 2700K 65W 7120lm
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twilight 360 standing light ● ➀ ● ● ●

REMARKS
The direct and indirect light 
can be switched and dimmed 
seperately. The LED converter 
is integrated in the luminaire, 
the DALI version features two 
addresses, one for direct light 
and one for indirect light (DALI 
device (type 6)

The base is supplied with a 
europlug. Other plugs available 
on request.

IP 20 
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�    up

catalogue 2kreon.com/up

up 165 circular, white

up 80, blackup 40 circular, black, with baÏe

� up is a range of IP67 rated luminaires characterised by 
its minimal appearance and optical functionality. The range 
is o�ered in three sizes in square, circular or linear forms, is 
�nished with black or white backed toughened glass with a 
satin stainless steel trim. LED modules are deep-set within 
the luminaires and are controlled by a choice of anti-glare 
louvres for precise uplighting; brightness limiting di�user for 
ambient or orientation lighting; wallwash optic for vertical 
luminance or wall grazing optic for highlighting and bringing 
out the wall structure. � up 40 is also available as a 
surface mounted �xed downlight or linear wall grazer.
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up 40 surface mounted

up 40
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up 40 circular surface mounted

up 40 circular

catalogue 2kreon.com/up

CRI CCT Wa¥ age Drive current Fixture lumen

➀ LED CRI90+ 2700K/3000K 2W 700mA 159lm

REMARKS
➊ Build-in dimensions of � xture 
with XC-option: LxW = 45x47
➋ Must be placed on remote.
➌ Driver can be used for at 
least 4 fixtures.

Thickness boardmaterial: 
9-18mm
Gear excluded.
¬ IP67 

■ Optional accessories

Driver ➋ KR772630 LED driver, 700mA, ON/OFF, 30W (IP68) 

KR772752 LED driver, 700mA, 1-10V, 12W (IP67)  ➌

KR772853 LED driver, 700mA, DALI, 30W (IP68)  
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up 40 
  LxW 45x45 D 60 ➊

○ KR952111 ➀ ● ● ● ● ● ● ● ■
● KR952112 ➀ ● ● ● ● ● ● ● ■

up 40  surface mounted ○ KR952011 ➀ ● ● ● ● ● ● ■
● KR952012 ➀ ● ● ● ● ● ● ■

up 40 circular 
  Ø 45 D 60

○ KR952611 ➀ ● ● ● ● ● ● ● ■
● KR952612 ➀ ● ● ● ● ● ● ● ■

up 40 circular  surface mounted ○ KR952911 ➀ ● ● ● ● ● ● ■
● KR952912 ➀ ● ● ● ● ● ● ■

BaÏ  e optionXC
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up 80 wallwasher

up 80
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up 80 circular wallwasher

up 80 circular

catalogue 2kreon.com/up

CRI CCT Wa¥ age Drive current Fixture lumen

➀ LED CRI80+ 2700K 8,4W 700mA 272lm

CRI90 2700K 8,4W 700mA 272lm

➁ LED CRI80+ 2700K 8,4W 700mA 458lm

CRI90 2700K 8,4W 700mA 458lm

➂ LED CRI80+ 2700K 8,4W 700mA 534lm

CRI90 2700K 8,4W 700mA 534lm

REMARKS
➊ Must be placed on remote.

Thickness boardmaterial: 
6-35mm
Gear excluded.
§ IP67 - IK10 

■ Optional accessories

Matchbox KR752103 Matchbox up 80

KR752603 Matchbox up 80 circular

Driver ➊ KR772830 LED driver, 700 mA, ON/OFF, 35W (IP68) 

KR772752 LED driver, 700 mA, 1-10V, 12W (IP67)

KR772753 LED driver, 700 mA, DALI, 70W (IP68)
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up 80 
  LxW 86x86 D 84
Diffusing lens incl.

○ KR952101 ➀ ● ● ■
● KR952102 ➀ ● ● ■

up 80 
  LxW 86x86 D 84
15° optic & anti glare louvre incl.

○ KR952121 ➁ ● ● ■
● KR952122 ➁ ● ● ■

up 80 wallwasher 
  LxW 86x86 D 84

○ KR952171 ➂ ● ● ■
● KR952172 ➂ ● ● ■

up 80 circular 
  Ø 86 D 84
Diffusing lens incl.

○ KR952601 ➀ ● ● ■
● KR952602 ➀ ● ● ■

up 80 circular 
  Ø 86 D 84, 
15° optic & anti glare louvre incl.

○ KR952621 ➁ ● ● ■
● KR952622 ➁ ● ● ■

up 80 circular wallwasher 
  Ø 86 D 84

○ KR952671 ➂ ● ● ■
● KR952672 ➂ ● ● ■

Matchbox up 80 Matchbox up 80 circular
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catalogue 2kreon.com/up

CRI CCT Wa¥ age Drive current Fixture lumen

➀ LED CRI80+ 2700K 8,4W 700mA 152lm

REMARKS
➊ Must be placed on remote.

The stated dimensions are 
only to be used as a reference. 
Actual dimensions may vary. 
Each unit is unique due to the 
artisanal production technique. 
Gear excluded.
¬ IP67

■ Optional accessories

Matchbox KR752603 Matchbox up 80 circular

Driver ➊ KR772830 LED driver, 700 mA, ON/OFF, 12W (IP67) 

KR772752 LED driver, 700 mA, 1-10V, 35W (IP68)

KR772753 LED driver, 700 mA, DALI, 70W (IP68)
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up 80 circular stub 
  Ø 86 D 84

● KR952702 ➀ ● ■

up 80 circular gherkin 
  Ø 86 D 84

● KR952712 ➀ ● ■

up 80 circular freeform stub 
  Ø 86 D 84

● KR952722 ➀ ● ■

Matchbox up 80 circular
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up 165 wallwasher
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up 165 circular

catalogue 2kreon.com/up

CRI CCT Wa¥ age Drive current Fixture lumen

➀ LED CRI83 2700K 15,2W 700mA 824lm

CRI90 2700K 17,1W 700mA 824lm

➁ LED CRI83 2700K 15,2W 700mA 1099lm

CRI90 2700K 17,1W 700mA 1099lm

REMARKS
Thickness boardmaterial: 
6-35mm
IP67 - IK10 

■ Optional accessories

Matchbox KR782103 Matchbox for up 165

KR782104 Matchbox for gear for up 165 (for � xtures gear excl.)

KR782603 Matchbox for up 165 circular

KR782604 Matchbox for gear for up 165 circular (for � xtures gear excl.)

Coupling sleeve KR782105 Coupling sleeve

Driver KR772630 LED driver, 700 mA, ON/OFF, 30W (IP68)

KR772852 LED driver, 700 mA, 1-10V, 30W (IP67)

KR772853 LED driver, 700 mA, DALI, 30W (IP68)
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up 165 
  LxW 156x156 D 97
Gear: excl., anti-glare louvre incl.

○ KR982121 ➀ ● ● ● ■
● KR982122 ➀ ● ● ● ■

up 165 wallwasher 
  LxW 156x156 D 97
Gear: excl.

○ KR982181 ➁ ● ● ● ■
● KR982182 ➁ ● ● ● ■

up 165 circular 
  Ø156 D 97
Gear: excl., anti-glare louvre incl. 

○ KR982621 ➀ ● ● ● ■
● KR982622 ➀ ● ● ● ■

up 165 circular wallwasher 
  Ø156 D 97
Gear: excl. 

○ KR982681 ➁ ● ● ● ■
● KR982682 ➁ ● ● ● ■

Matchbox up 165 circular
Matchbox up 165 for 
gear

Matchbox up 165 
circular for gearMatchbox up 165
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�    up in-line 

catalogue 2kreon.com/up-in-line

up in-line 165 circular, white

up in-line 165, blackup in-line 80 circular, blackup in-line 80 wallwasher, white

� up in-line is a range of �oor recessed uplighters 
characterised by its minimal appearance and optical 
functionality.  The range, o�ered in two sizes in both square 
and circular forms, is �nished with black or white backed 
toughened glass. LED modules are deep-set within the 
luminaires and are controlled by a choice of anti-glare louvres 
for precise uplighting, brightness limiting di�users for ambient 
or orientation lighting and wallwash optics for vertical 
luminance.

� up in-line bene�ts from a stainless steel trim that 
provides a seamless juncture to minimise integration. The 
units are sealed to IP67 and have a die cast aluminium 
and stainless steel housing to provide protection from the 
harshest environments. The maritime versions are specially 
pre-treated for maximum protection against corrosion in salty 
environments.
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catalogue 2kreon.com/up-in-line

CRI CCT Wa¥ age Drive current Fixture lumen

➀ LED CRI80+ 2700K 8,4W 700mA 272lm

CRI90 2700K 8,4W 700mA 272lm

➁ LED CRI80+ 2700K 8,4W 700mA 458lm

CRI90 2700K 8,4W 700mA 458lm

➂ LED CRI80+ 2700K 8,4W 700mA 534lm

CRI90 2700K 8,4W 700mA 534lm

REMARKS
➊ Must be placed on remote

Thickness boardmaterial: 
6-35mm
Gear excluded.
§ IP67 - IK10 

■ Optional accessories

Matchbox KR752103 Matchbox  for up in-line 80

KR752603 Matchbox for up in-line 80 circular

Driver ➊ KR772830 LED driver, 700 mA, ON/OFF, 35W (IP68) 

KR772752 LED driver, 700 mA, 1-10V, 12W (IP67)

KR772753 LED driver, 700 mA, DALI, 70W (IP68)
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up in-line 80
  LxW 85x85 D 84
Diffusing lens incl.

○ KR952301 ➀ ● ● ■
● KR952302 ➀ ● ● ■

up in-line 80
  LxW 85x85 D 84
15° optic & anti-glare louvre incl.

○ KR952321 ➁ ● ● ■
● KR952322 ➁ ● ● ■

up in-line 80 wallwasher 
  LxW 85x85 D 84

○ KR952371 ➂ ● ● ■
● KR952372 ➂ ● ● ■

up in-line 80 circular 
  Ø 85 D 84
Diffusing lens incl.

○ KR952801 ➀ ● ● ■
● KR952802 ➀ ● ● ■

up in-line 80 circular 
  Ø 85 D 84
15° optic & anti-glare louvre incl.

○ KR952821 ➁ ● ● ■
● KR952822 ➁ ● ● ■

up in-line 80 circular wallwasher 
  Ø 85 D 84

○ KR952871 ➂ ● ● ■
● KR952872 ➂ ● ● ■

Matchbox up in-line 80
Matchbox up in-line 80 
circular
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catalogue 2kreon.com/up-in-line

CRI CCT Wa¥ age Drive current Fixture lumen

➀ LED CRI83 2700K 15,2W 700mA 824lm

CRI90 2700K 17,1W 700mA 824lm

➁ LED CRI83 2700K 15,2W 700mA 1099lm

CRI90 2700K 17,1W 700mA 1099lm

REMARKS
Thickness boardmaterial: 
6-35mm
IP67 - IK10 

■ Optional accessories

Matchbox KR782103 Matchbox for up in-line 165

KR782104 Matchbox for gear for up in-line 165 (for � xtures gear excl.)

KR782603 Matchbox for up in-line 165 circular

KR782604 Matchbox for gear for up in-line 165 circular (for � xtures gear excl.)

Coupling sleeve KR782105 Coupling sleeve

Driver KR772630 LED driver, 700 mA, ON/OFF, 30W (IP68)

KR772852 LED driver, 700 mA, 1-10V, 30W (IP67)

KR772853 LED driver, 700 mA, DALI, 30W (IP68)
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up in-line 165
  LxW 156x156 D 97
Gear: excl., anti-glare louvre incl. 

○ KR982321 ➀ ● ● ● ■
● KR982322 ➀ ● ● ● ■

up in-line 165 wallwasher 
  LxW 156x156 D 97
Gear: excl. 

○ KR982381 ➁ ● ● ● ■
● KR982382 ➁ ● ● ● ■

up in-line 165 circular 
  Ø156 D 97
Gear: excl., anti-glare louvre incl. 

○ KR982821 ➀ ● ● ● ■
● KR982822 ➀ ● ● ● ■

up in-line 165 circular wallwasher 
  Ø156 D 97
Gear: excl. 

○ KR982881 ➁ ● ● ● ■
● KR982882 ➁ ● ● ● ■

Matchbox up in-line 165 
circular

Matchbox up in-line 165 
for gear

Matchbox up in-line 165 
for gear circularMatchbox up in-line 165
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�    updown

catalogue 2

Its ingenious design enables the re�ectors of � updown to 
be easily adjusted by hand. Thus, with a continuous transition 
from indirect to direct lighting, various lighting scenarios can 
be created. Anything from lighting for working purposes right 
through to di�used general lighting is possible. � updown 
provides pleasant and energy-e±cient light.

updown
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�        updown
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Direct light

catalogue 2

REMARKS
Dimmable (DD) via DALI 
protocol or Push, additional 
control wires required, the 
convertor is integrated into the 
luminaire, suspension length 
max. 5m, 10m on request.
The ballast can be mounted 
either on the ceiling, on the wall 
or fastened to the wire cable
IP 20

updown pendant light (1260/1560) Li
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updown pendant light 30
Length: 1260mm

➀ ● KR944402 ● ● ●

updown pendant light 32
Length: 1560mm

➁ ● KR944502 ● ● ●

CRI CCT Wa¥ age Fixture lumen

➀ LED CRI>80 2700/3000K 34W 3600lm

➁ LED CRI>80 2700/3000K 42W 5300lm
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�    wabi

catalogue 2kreon.com/wabi

wabi

wabi bollard

� wabi is an IP65 external spotlight. This compact 
luminaire is available with an LED light source, a 30° beam 
angle and a colour temperature of either 2700K or 3000K. 
� wabi comes as a single based or bollard mounted 
spotlight or as a �xed wall light. 

The spotlight luminaire head can be rotated 360° and tilted 
up to 90°. The inclination of the luminaire is lockable and 
can easily be set by using the marks indicated on the �xture.
The �xed wall has a asymetrical beam suitable for guiding 
ilumination.

wabi wall
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�        wabi

wabi

wabi bollard

wabi wall gear incl.

wabi wall gear excl.

catalogue 2kreon.com/wabi

REMARKS
➊ Luminaire is supplied 
with parts for installation on 
concrete
➋ For surface mounted cables.
➌ Driver can be used for at 
least 4 fixtures.

Rotation is lockable.
Check installation manual.
IP65

CRI CCT Voltage Wa¥ age Drive current Fixture lumen

➀ LED CRI80+ 2700K/3000K 230V 4,2W 387lm

➁ LED CRI80+ 2700K/3000K 8,2W 700mA 645lm

12W 1050mA 783lm

➂ LED CRI80+ 2700K/3000K 230V 8,2W 645lm

➃ LED CRI90+ 2700K/3000K 4W 700mA 265lm

➄ LED CRI90+ 2700K/3000K 230V 4W 265lm

■ Optional accessories

Glare preventor KR743052 Glare preventor (straight black H50)

Optional installation ➊ (only for wabi) KR743750 Concrete anchor

KR743850 Ground pin

KR743950 Spacer ➋

Driver KR772630 LED driver, 700mA, ON/OFF, 30W (IP68)

KR772752 LED driver, 700mA, 1-10V, 12W (IP67)

KR772853 LED driver, 700mA, DALI, 30W (IP68)

KR772840 LED driver, 1050mA, ON/OFF, 52W (IP68)

KR772862 LED driver, 1050mA, 1-10V, 42W (IP67) ➌

KR772863 LED driver, 1050mA, DALI, 70W (IP68)
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wabi
Gear: incl. ⧈

● KR943052 ➀ ● ● ● ■

wabi
Gear: excl. §

● KR943252 ➁ ● ● ● ■

wabi bollard 300
Gear incl. ⧈

● KR943552 ➂ ● ● ● ● ■

wabi bollard 750
Gear incl. ⧈

● KR943752 ➂ ● ● ● ● ■

wabi wall
Gear: incl. ⧈

● KR943352 ➃ ● ● ●

wabi wall
Gear: excl. §

● KR943152 ➄ ● ● ■

Concrete anchor Ground pin Spacer
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�    ypsilon

catalogue 2

ypsilon, black

� ypsilon is a discrete but energy-saving solution to 
illuminate the walls of rooms and thus visually enlarge it. 
The plug-in lamp also solves the problem of dark ceilings 
where they do not re�ect light. Modern electronics and stylish 
�nishes, along with the distinctive design, ensure high-quality 
illumination and a long operating life. The built-in dimmer 
enables the light to be regulated from bright room light to 
cosy mood light. � ypsilon is energy saving and can be 
rotated through 270°.
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�        ypsilon
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ypsilon standing light ● ➀ KR944132 ● ●

REMARKS
The converter is built into the 
lamp body The base is supplied 
with a europlug. Other plugs 
available on request.
⧈ IP 20

CRI CCT Wa¥ age Fixture lumen

➀ LED CRI>80 2700K 35W 3100lm
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�    3~ 230V track

catalogue 2

REMARKS
➊ Recessed pro�le of 4073 mm 
(to be cut on installation site) 
is to be combined with surface 
track. Required accessories to 
be chosen between KR726056 
or KR726057.
➋ 1 bracket for gypsum 
installation
➌ Set of 6 snap hangers to 
suspend recessed pro�le.

RAL colour of white pro�le: 
RAL9016
RAL colour of black pro�le: 
RAL9005

3~circuit track ○ KR726021 2000mm, white

● KR726022 2000mm, black

○ KR726031 3000mm, white

● KR726032 3000mm, black

Accessories ○ KR726501 End cap, white

● KR726502 End cap, black

○ KR726511 End feed, earth le«, white

● KR726512 End feed, earth le«, black

○ KR726521 End feed, earth right, white

● KR726522 End feed, earth right, black

○ KR726531 Mid feed, white

● KR726532 Mid feed, black

○ KR726541 Straight connector, no feed, white

● KR726542 Straight connector, no feed, black

○ KR726721 L-coupler with feeding option, earth outside, white

● KR726722 L-coupler with feeding option, earth outside, black

○ KR726621 L-coupler with feeding option, earth inside, white

● KR726622 L-coupler with feeding option, earth inside, black

○ KR726041 Track cover, 1000mm, white

● KR726042 Track cover, 1000mm, black

Recessed installation KR726055 Recessed pro�le for surface track ➊

KR726056 Mounting bracket recessed pro�le ➋

KR726057 Recessed pro�le snap hanger ➌

Suspension components KR726963 Suspension steel wire 1500mm

KR726973 Suspension steel wire 3000mm

○ KR726821 Pendant clip for suspension by steel wire, white

● KR726822 Pendant clip for suspension by steel wire, black

➀ 3-circuit track, available in 2000mm or 3000mm in white or black.
➁ End cap
➂ Straight connector to connect two tracks
➃ Mid feed for electrical wiring in the middle
➄ End feed for electrical wiring at the end (le« or right)
➅ Plasterkit for recessed mounting
➆ Mounting brackets for screwing the recessed track in the ceiling
➇ Snap hangers

3~circuit track,recessed

L-coupler

3~circuit track
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�    3~ 230V track + databus
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catalogue 2

REMARKS
➊ Recessed pro�le of 4073 mm 
(to be cut on installation site) 
is to be combined with surface 
track. Required accessories to 
be chosen between KR726056 
or KR726057.
➋ 1 bracket for gypsum 
installation
➌ Set of 6 snap hangers to 
suspend recessed pro�le.

RAL colour of white pro�le: 
RAL9016
RAL colour of black pro�le: 
RAL9005

3~circuit track + databus ○ KR736021 2000mm, white

● KR736022 2000mm, black

○ KR736031 3000mm, white

● KR736032 3000mm, black

Accessories ○ KR726501 End cap, white

● KR726502 End cap, black

○ KR736511 End feed, earth le« + databus, white

● KR736512 End feed, earth le« + databus, black

○ KR736521 End feed, earth right + databus, white

● KR736522 End feed, earth right + databus, black

○ KR736531 Mid feed + databus, white

● KR736532 Mid feed + databus, black

○ KR736541 Straight connector, no feed + databus, white

● KR736542 Straight connector, no feed + databus, black

○ KR736721 L-coupler with feeding option, earth outside + databus, white

● KR736722 L-coupler with feeding option, earth outside + databus, black

○ KR736621 L-coupler with feeding option, earth inside + databus, white

● KR736622 L-coupler with feeding option, earth inside + databus, black

○ KR726041 Track cover, 1000mm, white

● KR726042 Track cover, 1000mm, black

Recessed installation KR726055 Recessed pro�le for surface track ➊

KR726056 Mounting bracket recessed pro�le ➋

KR726057 Recessed pro�le snap hanger ➌

Suspension components KR726963 Suspension steel wire 1500mm

KR726973 Suspension steel wire 3000mm

○ KR726821 Pendant clip for suspension by steel wire, white

● KR726822 Pendant clip for suspension by steel wire, black

➀ 3-circuit track + databus, available in 2000mm or 3000mm in white or black
➁ End cap
➂ Straight connector to connect two tracks
➃ Mid feed for electrical wiring in the middle
➄ End feed for electrical wiring at the end (le« or right)
➅ Plasterkit for recessed mounting
➆ Mounting brackets for screwing the recessed track in the ceiling
➇ Snap hangers

3~circuit track + databus

3~circuit track + databus, recessed

L-coupler
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catalogue 2

REMARKS
Up to max. 48Vdc.
RAL colour of white pro�le: 
RAL9016
RAL colour of black pro�le: 
RAL9004

Standard low voltage track pro�le ○ KR746411 1000mm, white

● KR746412 1000mm, black

○ KR746421 2000mm, white

● KR746422 2000mm, black

○ KR746431 3000mm, white

● KR746432 3000mm, black

Accessories ○ KR746401 End cap standard LV track, white

● KR746402 End cap standard LV track, black

○ KR746511 Feed connector low voltage, white

● KR746512 Feed connector low voltage, black

○ KR746531 Straight connector low voltage, white

● KR746532 Straight connector low voltage, black

○ KR746611 L-connector low voltage, white

● KR746612 L-connector low voltage, black

○ KR746701 Mechanical L-joint, white

● KR746702 Mechanical L-joint, black

KR746920 CuÅing tool for track conductors

Power supply KR790473 Power supply 48Vdc, 30W

KR790474 Power supply 48Vdc, 60W

KR790475 Power supply 48Vdc, 100W

KR790476 Power supply 48Vdc, 240W

Suspension components KR746710 Suspension steel wire 1500mm

KR746810 Suspension steel wire 2500mm

KR746830 Pendant clip for suspension by steel wire, short

KR746930 Pendant clip for suspension by steel wire, long  – can be used as reinforcing bracket to connect two pieces of tracks

Low voltage track

L-joint

➀ Standard low voltage track pro�le
➁ End cap standard
➂ Straight connector
➃ Feed
➄ Reinforcing bracket to connect two tracks mechanically
➅ Pendant clip and steel wire for suspended profile
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catalogue 2

REMARKS
Thickness boardmaterial: 12,5; 
15 or 18 mm
Up to max. 48Vdc.
RAL colour of white pro�le: 
RAL9016
RAL colour of black pro�le: 
RAL9004

Recessed, trimless low voltage track pro�le ● KR746110 Recessed pro�le, 1000mm

● KR746120 Recessed pro�le, 2000mm

● KR746130 Recessed pro�le, 3000mm

Accessories ● KR746602 End cap recessed LV track

○ KR746511 Feed connector low voltage, white

● KR746512 Feed connector low voltage, black

○ KR746531 Straight connector low voltage, white

● KR746532 Straight connector low voltage, black

○ KR746611 L-connector low voltage, white

● KR746612 L-connector low voltage, black

KR746800 Reinforcing bracket to join two pieces of LV recessed track

KR746900 Mounting bracket for recessed LV pro�le

KR746920 CuÅing tool for track conductors

Power supply KR790473 Power supply 48Vdc, 30W

KR790474 Power supply 48Vdc, 60W

KR790475 Power supply 48Vdc, 100W

KR790476 Power supply 48Vdc, 240W

Low voltage track, recessed

➀ Recessed pro�le
➁ End cap standard
➂ Straight connector
➃ Feed
➄ Reinforcing bracket to connect two recessed tracks mechanically 
➅ Mounting bracket to mount the recessed pro�le
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�        audio

catalogue 2µ    .com

Next to sight, hearing is one our most valuable senses, 
sharing the same emotions and both reinforcing the way 
we perceive the world around us. 

�     o� ers a complete range of integrated compact 
speakers that follow the same design language of the 
�     lighting � xtures and in some cases even allow the 
combination of both light and sound into one architectral 
unit.  This makes it possible to fully integrate the sound 
plan into the light plan merging both into a harmonius yet 
minimalist architectural expression. 

�     audio can be applied as a single unit or as an 
acoustic component of a linear lighting system. 

Create multiple schemes for di� erent rooms.  The remote 
digital DIN rail ampli� ers allow a centralised custom 
programming of the complete audio system.

Connect directly or wireless to any audio source, like a 
smartphone, tablet, CD player, TV, computer, or a home 
automation system. 

Depending on the size of the room and the characteristics 
of the speakers, a subwoofer may be required for 
additional clarity and power.

Project Architectural o·  ce
Location Paris, France

Architect Parallel
Photographer Serge Brison
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Speakers Impedance 
(Ω)

Bandwidth Max SPL at 1m Wiring

minikreamp kreamp home-cinema amp

➀ 1 x 2" 4ohm 90 - 20k 95,2dB 99dB 99dB 2 x 2,5mm2

➁ 1 x 3" 4ohm 60 - 20k 96dB 100dB 100dB 2 x 2,5mm2

■ Required accessories

Plasterkit (round) KR717104 Plasterkit aplis in-line 80, no shadowgap

KR717108 Plasterkit aplis in-line 80, shadowgap

KR707204 Plasterkit aplis in-line 120, no shadowgap

KR707208 Plasterkit aplis in-line 120, shadowgap

Plasterkit (square) KR717114 Plasterkit down in-line 80, no shadowgap

KR717118 Plasterkit down in-line 80, shadowgap

KR707214 Plasterkit down in-line 120, no shadowgap

KR707218 Plasterkit down in-line 120, shadowgap

Louvre (round) KR717106 Louvre aplis in-line 80, white

KR717122 Louvre aplis in-line 80, black

KR717105 Louvre aplis in-line 80, gun black

KR717103 Louvre aplis in-line 80, red satin copper

KR707206 Louvre aplis in-Line 120, white

KR707222 Louvre aplis in-line 120, black 

Louvre (square) KR717116 Louvre down in-line 80, white

KR717112 Louvre down in-line 80, black

KR717115 Louvre down in-line 80, gun black

KR717113 Louvre down in-line 80, red satin copper

KR707216 Louvre down in-line 120, white

KR707212 Louvre down in-line 120, black
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audio in-line 80 ➌ ○ KR907091 ➀ ◼
● KR907092 ➀ ◼

audio in-line 120 ➌➍ ○ KR907891 ➁ ◼
● KR907892 ➁ ◼

audio trim 80 ➌ ○ KR937091 ➀ ● ● ● ●
● KR937092 ➀ ● ● ● ●

audio trim 120 ➌➍ ○ KR937991 ➁ ● ● ● ●
● KR937992 ➁ ● ● ● ●

NOTAS
➊ Coding de� nes the colour of 
the speakers cloth
➋ Coding de� nes the shape 
and the colour of the trim and 
louvre.
➌ Suitable for under canopy 
use.
➍ Can be used as 
minisubwoofer in small rooms

See page 570-571 for more 
audio accessories.

�        audio recessed
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�        audio in cadre

catalogue 2kreon.com

Speakers Impedance 
(Ω)

Bandwidth Max SPL at 1m Wiring

minikreamp kreamp home-cinema amp

➀ 2 x 2" 2 x 4ohm 110-24k 98dB 101dB 101dB (only for 
surround)

4 x 
2,5mm2

CRI CCT Voltage Wa§ age Fixture lumen

➀ LED CRI90+ 3000K 230V 38,1W 2670lm

➁ LED CRI90+ 2700K/3000K 230V 4 x 8W 1335lm

➂ LED CRI90+ 3000K 230V 47,7W 3338lm

➃ LED CRI90+ 2700K/3000K 230V 5 x 8W 1669lm
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cadre 1200 linear KR963460 ➀ ➁ ● ● ● ● ◼ ◼
● KR963462 ➀ ➁ ● ● ● ● ◼ ◼

cadre 1200 spot KR963480 ➀ ➂ ● ● ● ● ◼ ◼
● KR963482 ➀ ➂ ● ● ● ● ◼ ◼

cadre 1500 linear KR963470 ➀ ➃ ● ● ● ● ◼ ◼
● KR963472 ➀ ➃ ● ● ● ● ◼ ◼

cadre 1500 spot KR963490 ➀ ➄ ● ● ● ● ◼ ◼
● KR963492 ➀ ➄ ● ● ● ● ◼ ◼

■ Required accessories

Leather telescopic suspension, black anodised (for KR9634x2)

Pendant height 900-1200 mm End part ○ KR763761

● KR763762

Coupler ○ KR763361

● KR763362

Pendant height 1200-1650 mm End part ○ KR763861

● KR763862

Coupler ○ KR763461

● KR763462

Leather telescopic suspension, chrome (for KR9634x0)

Pendant height 900-1200 mm End part ○ KR763751

● KR763752

Coupler ○ KR763351

● KR763352

Pendant height 1200-1650 mm End part ○ KR763851

● KR763852

Coupler ○ KR763451

● KR763452

NOTAS
➊ µ     cadre is available in 
two di� erent colours
●  Black anodised

  Chrome

See page 570-571 for more 
audio accessories. 
Gear: incl. 
IP40
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�        audio in-cana

catalogue 2kreon.com

Speakers Impedance 
(Ω)

Bandwidth Max SPL at 1m Wiring

minikreamp kreamp home-cinema amp

➀ 1 x 2" 4ohm 90 - 20k 95,2dB 99dB 99dB 2 x 2,5mm2
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➋

holon 80 in-cana single ○ KR934211 ➀ ◼ ◼
● KR934212 ➀ ◼ ◼

prologe 80 in-cana single ○ KR934261 ➁ ◼ ◼
● KR934262 ➁ ◼ ◼

NOTAS
➊ The coverplates on the inside 
of the pro� le are always black. 
The speaker cloth has the same 
colour as the module. 
➋ See page 570-571 for more 
audio accessories.

The speakers are supplied pre-
assembled.
Combinations can be speci� ed 
on order form. 
See µ     cana 80 range on 
page 322 for more information 
on the serie.
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�        audio in-nuit

catalogue 2kreon.com

Speakers Impedance 
(Ω)

Bandwidth Max SPL at 1m Wiring

minikreamp kreamp home-cinema amp

➀ 1 x 6" x 1" 8 ohm 200-20kHz 90dB 95dB xx 2 x 2,5mm2
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➋

nuit KR974890 ➀ ◼ ◼

NOTAS
➊ The cloth of the speaker is 
always black
➋ See page 570-571 for more 
audio accessories. 

See µ     nuit range on page 
460 for more information on 
the serie.
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mini kreamp

= DIN-rail - 4 positions

= DIN-rail - 6 positions

catalogue 2kreon.com

Output power Bandwidth Voltage

➀
2 x 18 Wrms 

(4 ohm) + 1 x 36 
Wrms (8 ohm)

5 - 24 k 24V

➁
2 x 145 Wrms 

(2 ohm) + 1 x 300 
Wrms (4 ohm)

5 - 24 k 48V

Speakers Impedance Bandwidth Max SPL at 1m Wiring

➂ 1 x 6,5' active 
+ 2 x 6,5' passives 8 ohm 40-250k

103/110dB 
(minikreamp/

kreamp)
2 x 2,5 mm2

■ Optional accessories

Voltage KR757020 DIN-rail 24V-60W for minikreamp

KR757025 DIN-rail 48V-92W for kreamp

Cable RJ45 KR710102 Cable RJ45, 0.3m

KR710000 Cable RJ45, 0.5m

KR710005 Cable RJ45, 5m

KR710010 Cable RJ45, 10m

KR710020 Cable RJ45, 20m

SpliÅ er KR710300 SpliÅ erbox
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mini kreamp ampli� er
DIN-rail 4-positions

KR957020 ➀ ◼

kreamp ampli� er
DIN-rail 6-positions

KR957025 ➁ ◼

connect BT © + jack ➊ 
LxH 80x80, 68mm standard socket box

○ KR957321

● KR957322

subwoofer
LxH 560x190x113

KR957620 ➂

NOTAS
➊ Bluetooth 4.2 - A2DP-APTX

�        audio accessories



573  572

speaker 1

kreamp
BT connect

speaker 2

speaker 3

speaker 4

subwoofer

catalogue 2kreon.com

A. Choose your speaker

B. Add a subwoofer when needed

C. Associate the ampli� er

A. Choose your speaker
The µ     speakers are miniaturized high quality passive audio com-
ponents. Carefully position your speakers according to the space and 
the desired sound experience.

B. Add a subwoofer when needed
Depending on the size of your room and the characteristics of your 
speakers, a subwoofer may be required for additional clarity and 
power. The shallow µ     subwoofers are made of 3 mm steel sheets 
and measure 560 x 190 x 110 mm only. Thanks to their � at design and 
their narrow output, they are easily hiddable in cupboards plinths, 
under beds and sofas. For very small rooms and low level expects, 
module 120 and Ceiling Solution speaker can be converted as 
minisubwoofers.

C. Associate the ampli� er
Power your speakers and subwoofers through simple speaker cables 
with the µ     din-rail ampli� ers. These highly miniaturized digital 
ampli� ers allow you to connect any audio source and let you perfectly 
optimize your speakers with their digital signal processor (dsp). 
Simply chose the preset corresponding to your µ     speaker, and 
the ampli� er will automatically compensate their frequency response.  
Each audio room is � Å ed with an ampli� er, allowing independent 
listening. Depending on the number of speakers to power, choose 
between the minikreamp and the kreamp. For home-cinema, simply 
wire the µ     speakers to a standard home-cinema ampli� er

D. Add the optional BT Connect module ¶
If you need local connection by jack or Bluetooth, just add the Blue-
tooth Connect module . Easy to integrate in its standard 80x80mm 
switch format, simply wire it to the ampli� er by a RJ45 cable (up to 
100m).

D. Add the optional BT Connect module Ü

Room Size module 80 module 120 nuit ➋ cadre ceiling solution

Living room

S < 30m2 2 + 1 sub 2 ➊ 8 + 1 sub 1 + 1 sub 2

30m2 < S < 60m2 4 + 2 sub 4 ➊ 16 + 2 sub x 4

60m2 < S < 100m2 8 + 4 sub 8 ➊ x x 8

Bath
Dressing
Toilets

S < 15m2 1 1 2 + minisub x 1

15m2> S 2 1 or 2 4 + minisub x 1

Bedroom
(incl. hotel)

S < 20m2 2 2 2 + minisub 1 + minisub 2

20m2 < S< 40m2 2 + 1 sub 2 ➊ 8 + 1 sub x 2

40m2 < S< 60m2 4 + 1 sub 4 ➊ 16 + 1 sub x 4

Restaurant

S < 40m2 4 + 1 sub 4 ➊ 8 + 1 sub 1 + sub 2

40m2 < S< 80m2 8 + 2 sub 8 ➊ 16 + 2 sub 2 + 2 sub 4

80m2 < S< 120m2 16 + 4 sub 16 ➊ 32 + 2 sub x 8

Speaker model Impedance (Ω) minikreamp kreamp

module 80 4 1 to 2 4 to 16

module 120 4 1 to 2 4 to 16

nuit 8 1 to 8 8 to 16

cadre 2 x 4 1 1 to 2

ceiling solution 8 1 to 2 4 to 16

Speaker model Impedance (Ω) minikreamp kreamp

module 120 4 1 x

ceiling solution 8 1 x

Sub Gen2 8 1➌ 1 to 2

For �     speakers (output speaker)

Speakers/subwoofers con� gurator

For �     subwoofers (output sub)

NOTAS
➊ Does not need a sub for 
background music/requires sub 
for loud music
➋ Only for background music.
➌ Degraded mode: subwoofer 
will work at 50% power

�        audio con� gurator
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speaker 1 speaker 2

home cinema receiver

speaker 3 speaker 4

kreamp
subwoofer

or

7.1 only 7.1 only 7.1 only 7.1 only

2nd if > 40m²

subwoofer

free standing 
subwoofer
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A. Choose your speaker

B. Add a subwoofer when needed

C. Associate the ampli� er

A. Choose your speaker
Except µ     nuit, all µ     speakers can be used to build an elegant 
home-cinema: don’t be fooled by their tiny size, they are able to 
reproduce very clear dialogs as well as loud explosions.

Carefully position your speakers according to the home-cinema 
standards :

- 2 le«  and right speakers, like a stereo system
- 1 center speaker, that reproduces the dialogs
- 2 (5.1) or 4 (7.1) speakers, that make the surround e� ects

B. Add a subwoofer when needed
Home cinema e� ects require a lot of energy in the lows, so a 
subwoofer is absolutely needed.

You have 2 possibilities: 

- Invisible sub, integrated in furniture : use 1 (<40m²) or 2 (>40m²) 
µ     subwoofer(s) and power them though a kreamp ampli� er. 

- Free-standing subwoofer: Buy in the market the home-cinema 
active subwoofer of your choice.

C. Associate the ampli� er
Home-cinema needs a special ampli� er called ‘home-cinema 
receiver’, able to decode the cinema sound e� ects (HD Master, 
Dolby Digital, DTS…). They can be found by any retailer. Any brand 
is compatible, since their con� guration menus all o� er the possibility 
to set the speakers as ‘small’. Their tiny size is then taken into 
account by the ampli� er, which automatically routes the lows to the 
subwoofer. Very few ampli� ers have a sixth ampli� ed output, that 
allows to directly wire a µ     passive subwoofer. This allows to build 
an economical small system by geÅ ing rid of the kreamp – please 
ask for compatible models.

�        audio home cinema con� gurator

Size module 80 module 120 nuit ➊ cadre ceiling solution

Home cinema
S < 40m2 5 or 7 + sub 5 or 7 + HC sub x 1 as rear speakers only 5 or 7 + HC sub

30m2>S 4 as rear speakers only 5 or 7 + HC sub x 1 as rear speakers only 5 or 7 + HC sub

Speaker model Impedance (Ω) minikreamp kreamp

module 80 4 1 to 2 4 to 16

module 120 4 1 to 2 4 to 16

nuit 8 1 to 8 8 to 16

cadre 2 x 4 1 1 to 2

ceiling solution 8 1 to 2 4 to 16

Speaker model Impedance (Ω) minikreamp kreamp

module 120 4 1 x

ceiling solution 8 1 x

Sub Gen2 8 1➋ 1 to 2

For �     speakers (output speaker)

Speakers/subwoofers con� gurator

For �     subwoofers (output sub)

NOTAS
➊Only for background music.
➋ Degraded mode: subwoofer 
will work at 50% power
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holon 40 on-track
  = cut out dimensions

○ KR962611 ➀ ● ● ● ● ● ● ● ● ● ● ■ ■
● KR962612 ➀ ● ● ● ● ● ● ● ● ● ● ■ ■

➊  The basic code [e.g. KR962611] is linked to the luminaire and contains the colour.

The specifications of the light source are described in the table on the left page

➋  Add the code for the desired colour rendering (CRI) and colour temperature (K)  [e.g. 8027 2700K, CRI80+]

➌  Add the code for the desired beam angle  [e.g. FL Flood, 30°]

➍  Add the code for the desired dimming for the operation of your product  [e.g. SW Switchable ON/OFF]

➊ + ➋ + ➌ + ➍  This combination [e.g. KR962611-8027-FL-SW] is your order number.

Required (◼) and optional (◼) accessories. 

Each accessory has an order number. You can find the accessories below the matrix.

This kreon reading guide will help you to read the 
product matrix. It illustrates the di�erent steps you 
should take to compose the code of the lighting �xture. 
This code includes all the speci�cations and can be 
used as an order number to place your order. 
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Parallel connection

+

-

+
-

power supply

+ + + ---

Series connection

+

-

+
-

driver

+
-

+
-

+ - + - + -

catalogue 2

Many lighting applications require dimming capabilities, 
some because of the need for di� erent mood seÅ ings, like in 
restaurants or residential environments, some because of the 
need for beÅ er energy consumption. 

Nearly all µ     tools of light can be dimmed. We o� er 
following dimming options either pre-assembled or to be 
ordered separately: 

- 0-10V
- 1-10V
- DALI
- Touch dim
- Phase dim
- DMX

Please consult following schemes for correct wiring and/or 
dimming of our µ     tools of light � xtures. For additional 
information go to www.µ    .com or contact your local µ     
support team. 

Wiring and dimming

�        wiring and dimming
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Touchdim

PE
N
L

+
-

+
-

Be aware: always check the driver speci�cations!
Watch out for asynchronous behavior. Some drivers have the option to connect a syncro cable.

Be aware
DALI ≠ Touchdim

Push bu on Touchdim

DADADADA

1-10V dimming 

PE
N
L

Be aware: always check the driver speci�cations!

1-10V dimmer

+ - + -

DALI dimming 

PE
N
L

+
-

+
-

Be aware: always check the driver speci�cations!

Some products are 
available with DALI 2. 

Check product 
speci�cations.

DALI 
device

DA DA

DADADA DA

0-10V dimming 

PE
N
L

Be aware: always check the driver speci�cations!

0-10V dimmer

+ - + -

DMX

PE
N
L

+ -+ -

R = 120 Ω

Be aware: always check the driver speci�cations!

DMX 
device

GND
➀

➀ use CAT5-cable

+-

GNDGND

phase dim / trailing edge

PE
N
L

+
-

+
-

C

Be aware: always check the driver speci�cations!

trailing edge 
dimmer

catalogue 2

�        wiring and dimming
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Wallwashing or vertical illumination is a key element in 
modern light planning and puts the emphasis on walls. 
Depending on the type and position of luminaire used, 
vertical illumination can bring out material, texture and 
colour of these walls.

In projects where aÅ ention is given to sustainability, vertical 
illumination o� ers a solution to illuminate a room with less 
energy. The human vista spreads mainly in the horizontal 
plane. The ratio of our horizontal to vertical is approximately 
1.75:1. This means that we can give more aÅ ention to things 
located in front and around us than above or below us. 
When we translate these � ndings into architecture, we 
can say that the main part of our vision contains walls. 
This explains why well illuminated walls become the most 
dominant elements of architecture.

When carefully planned, an illuminated wall generates a 
brighter, stronger visual impact of the same space. 
This impact can be strictly architectural, or can draw 
aÅ ention to objects positioned on this wall (eg. shop-lighting, 
art, museum).

A proper use of light will reveal architecture and space. 
By revealing surfaces we can de� ne boundaries or add 
volume. To reach these e� ects, µ     o� ers a variety of 
vertical illumination products. Each type has its own 
characteristics, but are all designed with the same 
philosophy. µ     tools of light represent architecture in a 
way that the lighting is not necessarily noticed, but the forms 
of space are.

For an optimal wallwashing e� ect, the spacing between 
individual wallwashing � xtures should be equal to the 
distance these � xtures are placed away from the wall. 
Linear wallwashers are best placed between 90 and 110 cm 
from the wall according the type of pro� le.

Following pages show the di� erent µ     wallwashing 
products, how to position them and their measured outcome. 

Draw aÅ ention 
to the wall

Project Model home
Location Dilsen, Belgium

Architect PAS interiors & architecture
Photographer Arne Jennard�        wallwashing
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2 module 40 low 75/75

2.1 Calculation results, module 40 low 75/75

2.1.1 3D pseudo colours, 1 (E)

Object
Installation
Project number
Date

:
:
:
:  12.02.2019

www.kreon.be

Page 2/13lichtberekeningen catalogus 2019

1 1.5 2 3 5
Illuminance [lx]

5 m

B

A

wall

� oor

2 
m

B/2

4 m

3 m

2 m

1 m

0 m

Reflection values: wall=70%, ceiling=50%, floor 20%; maintenance factor 0.8 A=75; B=75

0m 1m 2m 3m 4m 5m

Module 40 wallwasher (A= 0.50m, B= 0.50m) Mod 40 HO 9 lx (9 lx) [0.77] 9 lx (9 lx) [0.79] 14 lx (13 lx) [0.85] 21 lx (20 lx) [0.89] 33 lx (32 lx) [0.96] 30 lx (28 lx) [0.94]

Mod 40 LO 8 lx (7 lx) [0.83] 8 lx (8 lx) [0.84] 10 lx (10 lx) [0.86] 13 lx (13 lx) [0.91] 14 lx (13 lx) [0.94] 2 lx (2 lx) [0.88]

Module 40 wallwasher (A= 0.75m, B= 0.75m) Mod 40 HO 6 lx (6 lx) [0.82] 7 lx (6 lx) [0.83] 8 lx (8 lx) [0.85] 11 lx (10 lx) [0.90] 12 lx (11 lx) [0.94] 2 lx (2 lx) [0.88]

Mod 40 LO 8 lx (7 lx) [0.76] 8 lx (8 lx) [0.78] 12 lx (11 lx) [0.84] 17 lx (17 lx) [0.88] 28 lx (27 lx) [0.96] 25 lx (24 lx) [0.95]

Emax (Eav) [illuminance uniformity]

52

Ø50

52

Ø40

52 54

49

52

40

40

aplis 40 wallwasher

aplis in-line 40 wallwasher

down 40 wallwasher

down in-line 40 wallwasher

catalogue 2

�        wallwashing
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Reflection values: wall=70%, ceiling=50%, floor 20%; maintenance factor 0.8 A=90; B=120

0m 1m 2m 3m 4m 5m

Module 80 wallwasher (A= 0.75m,  B= 0.75m) 40 lx (37 lx) [0.79] 46 lx (43 lx) [0.79] 67 lx (65 lx) [0.84] 108 lx (105 lx) [0.90] 159 lx (156 lx) [0.93] 156 lx (152 lx) [0.96]

Module 80 wallwasher (A= 0.90m,  B= 0.90m) 36 lx (34 lx) [0.81] 43 lx(41 lx) [0.82] 62 lx (59 lx) [0.87] 91 lx  88 lx) [0.91] 121 lx (118 lx) [0.93] 95 lx (93 lx) [0.96]

Module 80 wallwasher (A= 0.90m,  B= 1.20m) 41 lx (39 lx) [0.80] 49 lx(47 lx) [0.82] 65 lx (63 lx) [0.87] 78 lx (75 lx) [0.88] 93 lx (91 lx) [0.90] 61 lx (59 lx) [0.94]

Emax (Eav) [illuminance uniformity]

Ø95

77
77

Ø80

10
2

96

77
77

80

80

5 m

B

A

wall

� oor

2 
m

B/2

4 m

3 m

2 m

1 m

0 m

aplis 80 wallwasher

aplis in-line 80 wallwasher

down 80 wallwasher

down in-line 80 wallwasher

catalogue 2

�        wallwashing
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0m 1m 2m 3m 4m 5m

Module 120 wallwasher (A= 0.75m,  B= 0.75m) Mod 120 HO 79 lx (74 lx) [0.80] 90 lx (86 lx) [0.79] 132 lx (127 lx) [0.84] 216 lx (210 lx) [0.90] 296 lx (280 lx) [0.92] 319 lx (300 lx) [0.96]

Mod 120 LO 55 lx (52 lx) [0.80] 63 lx (60 lx) [0.80] 93 lx (89 lx) [0.84] 155 lx (151 lx) [0.90] 213 lx (203 lx) [0.92] 231 lx (218 lx) [0.95]

Module 120 wallwasher (A= 0.90m,  B= 0.90m) Mod 120 HO 71 lx (67 lx) [0.81] 84 lx (80 lx) [0.82] 122 lx (118 lx) [0.87] 182 lx (171 lx) [0.91] 207 lx (202 lx) [0.91] 199 lx (184 lx) [0.94]

Mod 120 LO 50 lx (47 lx) [0.81] 59 lx (56 lx) [0.82] 86 lx (83 lx) [0.86] 129 lx (124 lx) [0.92] 144 lx (140 lx  [0.91] 143 lx (137 lx) [0.93]

Module 120 wallwasher (A= 0.90m,  B= 1.20m) Mod 120 HO 80 lx (76 lx) [0.81] 97 lx (93 lx) [0.83] 129 lx (124 lx) [0.86] 150 lx (146 lx) [0.89] 184 lx (179 lx) [0.89] 119 lx (112 lx) [0.91]

Mod 120 LO 56 lx (53 lx) [0.80] 66 lx (63 lx) [0.81] 93 lx (89 lx) [0.86] 110 lx (106 lx) [0.89] 125 lx (121 lx) [0.88] 87 lx (84 lx) [0.91]

Emax (Eav) [illuminance uniformity]

Reflection values: wall=70%, ceiling=50%, floor 20%; maintenance factor 0.8 A=90; B=120

14
8

Ø135

12
8

Ø120

12
8

136

14
0

12
8

120

12
0

5 m

B

A

wall

� oor

2 
m

B/2

4 m

3 m

2 m

1 m

0 m

aplis 120 wallwasher

aplis in-line 120 wallwasher

down 120 wallwasher

down in-line 120 wallwasher
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0m 1m 2m 3m 4m 5m

Module 165 wallwasher (A= 0.75m, B= 0.75m) Mod 165 HO 83 lx (79 lx) [0.80] 93 lx (99 lx) [0.80] 131 lx (126 lx) [0.86] 189 lx (184 lx) [0.91] 236 lx (227 lx) [0.91] 310 lx (293 lx) [0.96]

Mod 165 LO 72 lx (68 lx) [0.80] 80 lx (76 lx) [0.81] 113 lx (109 lx) [0.86] 160 lx (155 lx) [0.91] 196 lx (189 lx) [0.91] 265 lx (254 lx) [0.96]

Module 165 wallwasher (A= 0.90m, B= 0.90m) Mod 165 HO 75 lx (71 lx) [0.81] 85 lx (82 lx) [0.83] 115 lx (111 lx) [0.88] 146 lx (141 lx) [0.92] 179 lx (172 lx) [0.90] 193 lx (179 lx) [0.93]

Mod 165 LO 64 lx (61 lx) [0.81] 73 lx (71 lx) [0.83] 98 lx (95 lx) [0.88] 122 lx (119 lx) [0.92] 149 lx (145 lx) [0.90] 166 lx (156 lx) [0.94]

Module 165 wallwasher (A= 0.90m, B= 1.20m) Mod 165 HO 82 lx (78 lx) [0.81] 94 lx (90 lx) [0.83] 109 lx (106 lx) [0.86] 119 lx (115 lx) [0.89] 162 lx (157 lx) [0.88] 113 lx (108 lx) [0.90]

Mod 165 LO 79 lx (67 lx) [0.81] 80 lx (77 lx) [0.83] 92 lx (89 lx) [0.86] 99 lx (96 lx) [0.88] 138 lx (134 lx) [0.87] 95 lx (92 lx) [0.91]

Emax (Eav) [illuminance uniformity]

Reflection values: wall=70%, ceiling=50%, floor 20%; maintenance factor 0.8 A=75; B=75
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Ø180

Ø165
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m

B/2
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3 m

2 m
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0 m

aplis 165 wallwasher

aplis in-line 165 wallwasher

down 165 wallwasher

down in-line 165 wallwasher
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0m 1m 2m 3m 4m 5m

rei wallwasher (A= 0.90m) 12 lx (11 lx) [0.87] 20 lx (18 lx) [0.81] 65 lx (60 lx) [0.75] 175 lx (164 lx) [0.76] 430 lx (418 lx) [0.83] 61 lx (58 lx) [0.87]

rei wallwasher (A= 1.00m) 13 lx (13 lx) [0.86] 24 lx (22 lx) [0.80] 84 lx (78 lx) [0.75] 188 lx (177 lx) [0.76] 410 lx (398 lx) [0.82] 48 lx (46 lx) [0.77]

rei wallwasher (A= 1.10m) 15 lx (14 lx) [0.86] 31 lx (29 lx) [0.78] 98 lx (91 lx) [0.75] 98 lx (91 lx) [0.75] 390 lx (377 lx) [0.81] 38 lx (36 lx) [0.73]

rei wallwasher (A= 1.20m) 17 lx (16 lx) [0.85] 41 lx (38 lx) [0.77] 107 lx (99 lx) [0.75] 202 lx (190 lx) [0.76] 370 lx (356 lx) [0.81] 34 lx (29 lx) [0.78]

Emax (Eav) [illuminance uniformity]

Reflection values: wall=70%, ceiling=50%, floor 20%; maintenance factor 0.8 A=110

68

58

5 m
A

wall

� oor

2 
m

4 m

3 m

2 m

1 m

0 m

rei wallwasher
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0m 1m 2m 3m 4m 5m

inline (A= 0.90m) inline HO 87 lx (80 lx) [0.78] 111 lx (102 lx) [0.75] 177 lx (165 lx) [0.76] 304 lx (291 lx) [0.79] 613 lx (601 lx) [0.87] 264 lx (257 lx) [0.91]

inline HE 49 lx (44 lx) [0.77] 62 lx (56 lx) [0.75] 99 lx (92 lx) [0.76] 170 lx (162 lx) [0.79] 346 lx (339 lx) [0.87] 173 lx (168 lx) [0.92]

inline  (A= 1.20m) inline HO 104 lx (95 lx) [0.77] 134 lx (123 lx) [0.75] 204 lx (190 lx) [0.76] 320 lx (304 lx) [0.78] 489 lx (477 lx) [0.85] 170 lx (164 lx) [0.88]

inline HE 58 lx (53 lx) [0.77] 74 lx (68 lx) [0.75] 114 lx (106 lx) [0.76] 179 lx (170 lx) [0.78] 278 lx (271 lx) [0.85] 108 lx (105 lx) [0.87]

Emax (Eav) [illuminance uniformity]

Reflection values: wall=70%, ceiling=50%, floor 20%; maintenance factor 0.8 A=90

5 m
A

wall

� oor

2 
m

4 m

3 m

2 m

1 m

0 m

inline f-assym
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µ     tools of light are products in their simplest forms, 
architectural objects that communicate with space, 
regardless of style, where luminance and illumination 
are leading. They combine design with e·  ciency. To optimise 
the visual comfort, µ     o� ers a range of interchangeable 
louvres and lenses, available for almost every single source 
µ     luminaire, to shape the light distribution in relation to 
the application.

Shape your light

sculpture lens
Use in combination 
with spot reflector.

diffusing lenssoftening lens

antiglare louvre

�        louvres & lenses
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� holon
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The Internet of things (IoT), internet connectivity and 
interaction between devices and everyday objects that can 
be remotely managed, can no longer be ignored in home and 
building automation. More and more smart concepts make it 
possible to wireless monitor and control di� erent appliances 
such as lighting � xtures, blinds, cameras and others. Wireless 
lighting control has several operational advantages, helps 
saving on energy consumption, maintenance and repair costs 
and allows tailormade programming. 
For example, when combined with motion and 
daylight sensors. 

All µ     tools of light LED � xtures can be equipped with 
Bluetooth lighting controls that can operate with di� erent 
building management systems.

µ     esprit as well as µ     updown and µ     twilight 360 
are standard available with Casambi.

- no dedicated control wiring needed
- energy saving
- control on individual � xture level
- reduced installation cost
- immediate response
- connectable with Bluetooth switches and sensors

For more information on µ     Bluetooth or Casambi 
applications, please contact your local µ     lighting 
consultant.

Connectivity

Bluetooth

Casambi

Advantages

�        connectivity
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�        cct/cri
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Of course, when working on a lighting design, you take your 
time when it comes to choosing light sources. It’s a choice 
that is not always obvious. You should of course take into 
account parameters such as power usage (WaÅ s), energy 
consumption (kWh), light output (Lumens) and lamp 
life performance. But do you also take into account the 
correlated color temperature (CCT) or the color rendering 
index (CRI)?

Color temperature, expressed in degrees Kelvin, indicates 
whether your light source will emit rather hot or cold light 
and is a choice that best depends on the functionality of 
the room. A space in which someone will primarily perform 
functional tasks rather demands a higher color temperature 
resembling daylight (4000-5000 K). If lighting in a room 
revolves all around creating a speci� c atmosphere, you 
could opt for a lower color temperature (2000-3000K) or 
warmer light. LED lights come in a very wide range of colors. 
µ     o� ers 2700K-300K & 4000K as standard to most of the 
collection.

Correlated Color 
Temperature (CCT)
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�        cct/cri
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The CRI indicates how accurate a light source displays the 
colors of an object. The higher the CRI the more natural a 
color will look. In the lighting industry color rendering index is 
a universal benchmark to distinguish between the vibrancy, 
naturalness and saturation of colors.

Each lighting product is subjected to a CRI test, assigning 
a score (Ra) between 1 and 100, with 100 being the light of 
the reference lamp, a light bulb. Both the test light and the 
reference light are aimed onto 8 color samples, excluding red. 
With each color the test light is assigned a score according 
to the similarity to the color sample being illuminated by the 
reference light. The average of these 8 scores is considered 
the CRI of this lamp. The limitations of this test method 
have led to 2 major misconceptions. Light sources with the 
same CRI show the same result. You don't know which color 
samples show the biggest deviation. A light source with a 
higher CRI, by de� nition, produces a more beautiful result 
than a light source with a lower CRI. It is not exceptional that 
a lamp with a CRI of 70 creates a much more enjoyable e� ect 
than one with a CRI of 85.

Recently scientists from the lighting industry revolutionized 
this test method and TM-30-15 (TM stands for testing 
method) quickly became a more accurate way of measuring 
lighting quality. The update to TM-30-15 was done through 
2 major changes: The number of color samples used in the 
test was increased from 8 to 99, including red. In addition to 
an improved color � delity (Rf), the similarity of color under 
the test light versus the reference light, color gamut (Rg) 
was introduced: an index for the saturation or intensity of 
the displayed colors. The direct result of TM-30-15 is that it 
provides us with much more information and enables lighting 
designers to make beÅ er choices.

Color Rendering Index (CRI)

CRI does not say everything

LED lighting became 
a game changer
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Design

Integration

Project management

Environment

Ceilings usually have an indistinctive character in the space 
surrounding us. In daily life, as well as in architecture, 
they are seldom noticed. �     ceiling solutions will make 
these anonymous surfaces come alive: structure, relief and 
symmetric shadow gaps support the architectural rhythm of 
space whilst creating e� ects like rest, order... or even chaos.

µ     creates and designs ceiling systems that give every 
space its own unique personality. 

µ     systems o� er full integration of all building service 
systems: 

- Acoustic solutions (sound absorption & aÅ enuation)
- Lighting (ambient lighting, downlights, projectors, ...) 
- Ventilation & Climate control (cooling & heating)
- Audio (highly e·  cient integrated speakers)

µ     products are 100% compatible with each other and not 
only meet the relevant building standards but also exceed 
them in many cases. 

At every stage of your project, we can be the single point of 
contact for all parties involved. 
You can count on our full support during:

- Initial design and speci� cations
- Planning and coordination
- Execution

Our consultants work on applications of every kind: from 
stadiums, airports, o·  ces, to healthcare projects and beyond. 

µ     ceiling solutions deliver the environmental results 
you need for your projects, from achieving energy 
savings with highly e·  cient LED luminaires, simplifying 
waste management by recycling, and enhancing indoor 
environmental quality with acoustics. µ     Ceiling solutions 
are BREEAM and LEED compliant.

Project µ     headquarters
Location Oudsbergen, Belgium

Architect µ     / Conix RDBM Architects
Photographer Serge Brison
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Illumination VentilationClimateAudio Acoustics
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�     plays a leading role in the world of architectural 
lighting and makes every e� ort to share this vision with its 
professional audience. Our showrooms are more than just a 
presentation of luminaries. 

The µ     creative spaces are the perfect translation of the 
company’s identity. Minimal, yet architectural µ     tools of 
light where proportions and the relation between colour and 
surface present our lighting solutions in a minimalistic and 
re� ned aesthetics. µ     creative spaces emphasize our vision 
to unite light and architecture.

These showrooms provide � exibility in creating di� erent 
scenes within a static environment thus impressing upon our 
clients the added value of lighting design. The subliminal 
message of the space is that µ     provides good solutions 
with aesthetically pleasing products, instilling a need in our 
clients to consider the organization as a whole with added 
value.

µ     creative spaces are meeting points where speci� ers 
and lighting designers are welcome to share and discuss the 
importance of lighting as a creative extension of architecture 
with the professional µ     lighting consultants.

Project µ     headquarters
Location Oudsbergen, Belgium

Architect µ     / Conix RDBM Architects
Photographer Serge Brison
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�     Belgium HQ

T +32 89 81 97 80
mailbox@µ    .com

�     Austria

T +43 1 715 44 25
austria@µ    .com

�     China

china@µ    .com

�     France

T +33 1 44 50 53 54
france@µ    .com

�     Germany

T +49 221 937 22 0
germany@µ    .com

�     Italy

T +39 02 89 42 08 46
italy@µ    .com

�     Middle East

T +971 4 6091 355
T +971 4 6091 656
middle.east@µ    .com

�     Inc. 
North America & Canada

T  (201) 298-44 48
usa@µ    .com

�     Poland

T +48 504 788 355
poland@µ    .com

�     Russia

T +79257081901
russia@µ    .com

�     South East Asia

T +65 62 22 33 93
singapore@µ    .com

�     Spain

T +34 600 462 551
spain@µ    .com

�     Switzerland

T +41 61 316 74 01
switzerland@µ    .com

�     The Netherlands

T +31 (0)6 52 391 680
the.netherlands@µ    .com

�     Turkey

T +90 216 430 86 00
turkey@µ    .com

�     United Kingdom

T +44 (0)20 7740 2112
uk@µ    .com

catalogue 2

�        worldwide

o±  ce

creative space

production facility

research & development
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Evolutions in techniques and technology have made lighting 
design crucial for the realisation of an architectural project. 
The possibilities have become endless. However, seamless 
integration into modern architecture becomes more complex 
with the day and requires knowledge.

Lighting design has become a creative extension of 
architecture. The main objective of lighting in an architectural 
design can be deduced to compliment the present shapes 
and colours. In recent years, there has been a broad interest 
in light, lighting and lighting design among designers 
throughout the world, but also among architects. One of 
the main reasons behind this, is the growing awareness of 
the fact that architecture  has become more thoughå ul and 
increasingly uses free forms. This also increases the need for 
quality architectural lighting. Standardized light concepts 
might still meet the more static architecture of the recent past, 
but the variation we see in contemporary architecture requires 
diverse and distinctive possibilities in terms of lighting. 

An architect has no need for lighting devices, but for light, 
atmosphere and comfort. The product should be minimally 
present in the architecture and should be kept in the 
background, so the light can steal the show. Not the luminaire. 
Successfully integrating lighting in your design requires 
knowledge and insights about products, technologies and 
especially about the e� ects and impact of light. 

Because µ     always starts from the architectural design, we 
can enter into a dialogue with the architecture as an equal 
partner. µ     lighting consultancy, helps you creating the 
perfect conditions under which the beauty of your design can 
come to the surface in the most optimal way.

The µ     professional lighting consultants are happy to 
share and discuss with speci� ers and lighting designers the 
importance of lighting as a creative extension of architecture

Project Private residence
Location Cannes, France Photographer Serge Brison�        light consultancy
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Lighting is an active component in spatial design. Illuminating 
a space is a quest for light quality. Light shows what is 
important: an object, a structure, a rhythm or a paÅ ern both 
inside and outside the architecture. Therefor architecture is 
the formal basis for the µ     identity. Since 1983 our product 
range evolved in a swinging movement into a changing 
architectural framework through brutalism and structuralism 
to postmodernism and minimalism. Only this is constant: light 
as a structural material of the architectural development

Key aspects of this architectural framework are:

- Material as decoration 
 High quality, low glass paint
 Natural, untreated materials 
- Repetition as a system
 Repetition in light plan
 Repetition in lighting � xture
- Uniformity in structure
 Simplicity and clarity in lighting plan
 Formal and/or technical uniformity in the product

- Light to see - ambient light
- Light to focus on an object - focal glow
- Light to look at - play of brilliance

Light plan

Pseudo colours

3D visualisation

Realisation

�        light consultancy
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Meeting the standards
µ     focuses on the quality of all products as well as on 
service towards our professional clients. This can only be 
obtained by integrating all national and European quality 
standards, for as far as the product standards enec 60598 
and CE are concerned and the ISO 9001-certi� cate.

All existing products as well as all new developments are 
being ENEC certi� ed and comply with CE regulations and 
other existing standards. To meet these standards the 
presence of a professional laboratory is essential.

The µ     laboratory houses:

A fully equipped type C goniophotometer for measuring the 
luminous � ux and luminous intensity distribution of the µ     
and � xtures and translate them into LDT and IES � les.

A termal test unit used for measuring and controlling the 
operatonal temperature and the life performance parameters 
of the di� erent LED engines applied in our � xtures.

A constant climate chamber to run speci� c stress - and 
material tetst in which temperature and humidity are modi� ed 
automatically at set times.

�        light lab Project µ     headquarters
Location Oudsbergen, Belgium

Architect µ     / Conix RDBM Architects
Photographer Serge Brison
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�        degrees of protection

Protection class 

I

II

III

Symbol

⏚

⧈

§

Meaning

Luminaires with earth 
connection to which all 
touchable metal parts have to 
be connected so that they can 
take up voltage immediately in 
case of an error.

With luminaires belonging to 
this class, no metal parts 
which could take up voltage 
immediately in the event of 
an error are to be touchable 
(protective insulation or 
double insulation).

Luminaires for use with 
protective low voltage, i.e. with 
voltages below 50V, that is 
generated with a safety 
transformer in accordance with 
VDE 0551 or with baÅ eries or 
accumulators.  

Advice

Connection to the mains 
protective conductor is 
mandatory. The symbol is � xed 
to the connection point.

Lamp may have no earth 
connection or be connected to 
the mains protective 
conductor.

IP classi� cation

IK classi� cation

  Degree of Protection against penetration of solids
IP 0X   No-Protection
IP 1X   Protection against solid objects greater than   
  50mm Ø
IP 2X   Protection against solid objects greater than   
  12mm Ø
IP 3X  Protection against solid objects greater than   
  2.5mm Ø
IP 4X  Protection against solid objects greater than 
  1mm Ø
IP 5X   Protection against limited ingress of dust without   
  interference in operation
IP 6X  Protection against any ingress of dust

  Degree of Protection against penetration of liquids
IP X0   No-Protection
IP X1   Protection against vertically dripping water
IP X2   Protection against vertically dripping water up to   
  15° from vertical
IP X3   Protection against spraying water up to 30° from   
  vertical axis
IP X4  Protection against spraying water from any   
  direction
IP X5   Protection against jets of water from any direction
IP X6  Protection from powerful jets of water with limited   
  ingress with no harmful e� ect
IP X7   Protection against total immersion in water for   
  limited periods
IP X8  Protection against total immersion in water under  
  pressure for an inde� nite period
  Max. depth shown in metres IPX8 ...m

  Level of shock resistance according to CEI EN   
  50102
IK 00   No-Protection
IK 01   Protection against 0,15 J shocks
IK 02   Protection against 0,2 J shocks
IK 03   Protection against 0,35 J shocks
IK 04  Protection against 0,5 J shocks
IK 05   Protection against 0,7 J shocks
IK 06  Protection against 1 J shocks
IK 07   Protection against 2 J shocks
IK 08  Protection against 5 J shocks
IK 09  Protection against 10 J shocks
IK 10   Protection against 20 J shocks
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Ó     is commi¥ ed to providing optimal solutions for 
complex lighting requirements both in the contracting sector 
and in private residential environments. For this purpose, 
Ó     develops, produces and markets innovative lighting 
instruments that are distinguished by modern, energy-e±  cient 
lighting technology, functional design, high-quality materials 
and meticulous fabrication. Ó     regards lighting as a key 
element of interior design, which must therefore ful� ll the 
highest functional and aesthetic demands. 

Lighting products by æ     stand for long-lasting quality, 
guaranteed by a superior product culture on every level. 
æ     lighting � xtures are manufactured with a passionate 
aÅ ention to detail. This is evident in the selection of premium 
materials as well as the extraordinary care that goes into the 
actual production process, which involves a comparatively 
high degree of precise hand cra« smanship. The æ     product 
range consists primarily of standard production models. 
Customised products can be made to order if required, 
especially for projects in the contract sector. 

æ     maintains lasting business relationships with upmarket 
retailers and suppliers. As one of its many services, the 
company provides professional planning advice for speci� c 
lighting needs to both lighting experts and quality-conscious 
end customers.

Lighting products by æ     are developed in close 
collaboration with external designers, whose conceptual 
and creative ideas are merged with the company’s expertise 
in lighting technology and manufacturing know-how. The 
starting point for research and development is usually 
a functional need or technical innovation. The aim is to 
achieve surprising lighting solutions that are convincing not 
only with regard to their functional qualities and technical 
sophistication, but also due to their aÅ ractive appearance.

The æ     product range contains a series of o·  ce luminaires.  
For more information, go to æ    .com
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µ    lighting

catalogue 2

All information in this catalogue is non-binding, supersedes 
all previous information, and is subject to amendment 
at any time. µ     has the right to change the technical 
speci� cations of its products at any time without prior notice. 
µ     terms and conditions are applicable at all times. No 
part of this catalogue may be reproduced without wriÅ en 
authorisation from µ    . 

Because of the constant improvement of its products, µ     
reserves the right to modify the characteristics of such 
products without prior notice.

Unless otherwise mentioned, all products are delivered with 
a LED lightsource. The indicated maximum power speci� ed 
must under no circumstances be exceeded.

The mentioned lumen outputs are  the � xture lumen 
measured at room temperature using standard luminaires 
with, unless otherwise indicated or not available, � ood optics 
and white � nishes, for CRI80 and 2700K

Unless otherwise indicated, all dimensions are speci� ed in 
millimetres.

Each product is labelled, specifying the equipment number of 
the article, its serial number, the type of light source and its 
maximum power.

µ     holds patents on all products and all product names 
are registered trademarks. 

µ     products are manufactured in compliance with CE 
regulations and current standards in force and are delivered 
with assembly instructions. Each and every modi� cation 
applied to the product a« er purchase and/or failure to 
comply with the assembly instructions may result in the loss 
of characteristics and in a dangerous situation for its user. 
µ     disclaims all liability for products subjected to any 
modi� cation whatever or for which the assembly instructions 
are not complied with. µ     cannot be held liable for any 
technical errors in this catalogue.

µ     products are manufactured with maximum care from 
high-quality materials. Every product is subjected to strict 
quality control. µ     guarantees this product (light sources 
exempt) for a period of 12 months from the date of purchase.

General information

Speci� cations 

Fixtures

Lumen output data

Dimensions

Labels

Patents/trademarks

Liability

Guarantee

�        general information

�     nv
IndustriewegNoord 1152
BE-3660 Oudsbergen
T +32 89 81 97 80
µ    .com
mailbox@µ    .com

General terms and conditions
µ     nv ’s general terms and conditions apply. 
These can be accessed on µ    .com

General information
−  Even though µ     takes all the necessary care to 

ensure the correctness of the published 
information, it accepts no liability for the 
correctness and completeness of the contents 
thereof. 

− Images of products are by way of example only 
and may deviate from the original.

− We reserve the right to make changes in 
dimension and construction.

−  The name µ    , all products shown  as well as all 
photographs are protected by law and must not 
be used commercially without wriÅ en permission 
by µ     NV, Oudsbergen, Belgium. Copying and 
reproducing this catalogue or parts of it is only 
allowed with wriÅ en permission by µ     NV. The 
general terms and conditions of µ     NV apply 
for all orders.

 Designers
µ     classic by Albert Schuppli for æ     , 1989
µ     koi-q/s by Naoto Fukasawa for æ    , 2017
µ     inline by Michel Charlot for æ    , 2012
µ     li« o by Jo Niemeyer for æ    , 1984
µ     twilight360 by Samantha & Joe Ritschl-
Lassoudry for æ    , 2018
µ     updown by reto Schöpfer for æ    , 1996
µ     ypsilon by Hannes WeÅ stein for æ    , 1999
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�     HQ
Industrieweg Noord 1152
3660 Oudsbergen
Belgium
T +32 89 81 97 80
belgium@µ    .com
www.µ    .com

�     Austria
Kärntner Ring 4
1010 Wien
Austria
T +43 1 715 44 25
austria@µ    .com

�     China
655 Changhua road, ground � oor S1
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200040 Shanghai
P.R. China
china@µ    .com

�     France
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75002 Paris
France
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germany@µ    .com

�     Italy
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20 Murray Hill Parkway 
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russia@µ    .com

�     South East Asia
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Switzerland
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